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Andrew Institute offers installation training.

Connector Attachment 
For Braided Cable CNT-300 & CNT-300-FR
N Male, Captivated Pin, Crimp-type Body

Chamfer the center conductor at a 
45° angle.

7.

Remove 5.0 mm  (0.197") of foam,
exposing center conductor. 

5. 6.

2.Straighten first 200.0 mm (7.874") 
min. of the cable.  1.

ToolsConnector: 300BPNM-C-CR 

4.

3.

Connector Body Ferrule Safety 
 Knife

 Wire
Brush

File Forfex Crimp Tool: CTBC
    

200.0 mm (7.874”) min.

Remove 17.0 mm (0.669") of 
Jacket only.

Trim 5.0 mm (0.197") of Braid,
exposing outer conductor. 

   17.0 ± 0.5 mm
(0.669± 0.020")

The cable attachment must be straight and aligned with the hole of connector inner contact. Insert the cable attachment
into connector body until stopped, the cable center conductor must be inserted into inner contact fingers. Make sure the 
braid cover the body sleeve, then push part A onto braid.

Slide part A onto cable, splay out braid 
as shown. 

Braid

Body Sleeve A

A

5.0± 0.5 mm 
(0.197± 0.020")

Don't damage the inner contact. 

Note!!!

Burrs

Insert into hole 

45° 

45° 

5.0± 0.5 mm 
(0.197± 0.020")



Bulletin 7651576    Revision C     Page 2 of 2  

8.

Crimp the ferrule at the area as shown.
Crimp tool part number is: CTBC 

9. Coupling torque.10.

Hex Die Dim

50

O O O O O

(Part Name)

(Connector)

(Pb) (Hg) (Cr6+)(Cd) (PBB) (PBDE)

X

o: SJ/T 11363-2006
X: SJ/T 11363-2006

8.2 mm (0.323")

Part A and connector body status as shown.

N type

6.2-9.7 lb-in
0.7-1.1 N·m

Crimp Area

Don't leave gaps,
Clear all residual 
braid wires. 
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Notice: ANDREW disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: ANDREW no acepta ninguna obligación ni responsabilidad como resultado de prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento o retiro.
Avis : ANDREW décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou dangereuses.
Hinweis: ANDREW lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund unsachgemäßer Installation, Überprüfung, Wartung oder Demontage auftreten.
Atenção: A ANDREW abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, manutenção ou remoção.
Avvertenza: ANDREW declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione e smontaggio improprie o poco sicure.
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