
Description

These connectors are designed for connection by crimping
them to the outer conductor of the cable with a crimp tool.
The cable inner conductor inserts into the inner connector.

Tools and Materials Required for Assembly
Knife
Flat file
Wire brush
Fine-toothed hacksaw or jeweler’s saw

Hex die cavity (thickness of crimp jaws must not exceed width of
connector crimp section)

Notice
The installation, maintenance, or removal of antenna
systems requires qualified, experienced personnel.
Andrew installation instructions have been written for
such personnel. Antenna systems should be inspected
once a year by qualified personnel to verify proper instal-
lation, maintenance, and condition of equipment.

Andrew disclaims any liability or responsibility for the
results of improper or unsafe installation practices.

Mini UHF plug
F1MU

1 5/8”
(16 mm)

7/32”
(5.5 mm)

Outer conductor: cut shallow
to avoid nicking inner

conductor and remove burrs

Inner conductor:
slice and scrape
away foam and

adhesive; taper tip

Foam: brush away
copper particles

0.43”
(10.9 mm)

Shrink tube: heat
uniformly with torch
or electric heat gun

3

CATV F plug
F1FM-75

2

Crimp tool: Andrew Type
Number CTBC-2

Crimp tool: position
hex die on crimp

section of connector
and close tool firmly

Connector: push
and twist fully

onto cable to butt
against jacketing

Crimp Connectors
for HELIAX® 1/4” Superflexible,Foam-dielectric Coaxial Cable
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Notice: ANDREW disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: ANDREW no acepta ninguna obligación ni responsabilidad como resultado de prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento o retiro.
Avis : ANDREW décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou dangereuses.
Hinweis: ANDREW lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund unsachgemäßer Installation, Überprüfung, Wartung oder Demontage auftreten.
Atenção: A ANDREW abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, manutenção ou remoção.
Avvertenza: ANDREW declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione e smontaggio improprie o poco sicure.
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